
CONSTR OF OVERHEAD SHED AT MAIN & REAR GATE OF PRY WING

Introduction

1. Army Public School, Udhampur invites offers in two bids system from the authorized
dealers/vendors for the project "Constr of overhead shed at Main & Rear Gate of APS Pry
Wing Udhampur".

1058/APSlJ

1.

Army Public School
p.o. PTA
Udhampur- 182104

13 Nov 2023

CALL FOR QUOTATIONS/TENDERS :

2. Bids are invited for the project as specified below:-

s
No

Details

(a) Constr of overhead shed at Main & Rear Gate of APS Pry Wing Udhampur

Technical Specification

SINo
Front Gate

Brief S ecification

2.

3.

4.

5.

6.

Scope of Work;- Construction of Dome type Steel structure shed (Size of shed,
Length = 20 mtr, x width = 6.5 Mtr, ) Height — 4,5 mtr,) (approx.) with High
impact Resistance with both side UV protective PVC fiber color coated profile
sheet 6 mm as ers ecification
Rear Gate
Scope of Work:- Construction of Dome type Steel structure shed (Size of shed,
Length = 25 mtr, x width = 6.0 Mtr, ) Height — 4,0 mtr,) (approx.) with High
impact Resistance with both side UV protective PVC fiber color coated profile
sheet 6 mm as er s ecification
Main Iron Post: - Fabrications of the Main post 100 mm dia MS heavy duty pipe

every 3.5 mtr. Fixed on Gusset plate (300x300x12mm) to be fixed on Top and
Bottom with fixed Nut and Bolt in The RCC Foundation. RCC Foundation
900x900x10000 mm size having 12mm TMT main bars with 10 mm dia TMT
bars @ 150mm c/c in stirrups with proper lapping/hooping in required shape as
per standard reinforcement specification. Height of Column as per site
requirement 4.5 mtr. and no. of column -14 nos. Every post to be connected with
side su ort, hei ht 90 CMa rox
Trusses:- Fabrications of the Trusses in built-up tubular square or rectangular
hollow tubes section Bottom Chord and Top Chord members shall be built up
50x50x4mm / 80x80x4 mm as per design, tube section, and Tie and Web
members shall be built u 80x40x4mm mm tube section. Nos. of Trusses- 7.
Side Supporting TIE Beam:- Fabrications of the side Supporting Beam (90CM
ht.) in built-up tubular (round, square, or rectangular hollow tubes etc.)
Horizontal & Vertical members shall be built up 40x40x3mm tube section, and
Tie and cross 50x50x3mm members shall be fixed 60 cm at an equal distance.
Eve ost to be connected with TIE beam center and to hei ht.
Purline :- All Purline and Tie Member in built-up tubular (round, square, or
rectangular hollow tubes etc.) Purline and Tie Members shall be built up
50x50x4mm/ 60x40x4mm. Purline space shall be arranged 60 CM at an equal
distance

FRP [Fiber Sheet:- High impact Resistance with both side UV protective color
coated profile sheet 6mm thickness with thermoformable/ excellent Light

transmission as per design, sample, color or material shall be approved before

finalized of project.
(i) On barrel type Top Roof as per requirement
(ii) Fixing front and back sides horizontal covering — 90 CM
iii Fixin both sides horizontal coverin — 90 CM side screen



SINo
7.

8.

9.

S.No
1.

2.

3.

4.
5.
6.
7.

2

Brief S ecification
Paintinq: Painting with synthetic enamel paint of approved brand and
manufacture of required color with a minimum of two coats including one coat of
red oxide primer on newly constructed all-steel structure/ trusses and other
structures.

Frame Work:- Centering and shuttering of M.S Piping including strutting,
propping, etc., and removal, for fixing and proper positioning of Trusses, beams,
and other Heavy support as per safety purposes. Or Mechanical Equipment for
ositionin of trusses.

Repair & Finishing Work:- During fixing of shed, any damages in floor or RCC
slab to be repaired as per requirement and disposal of mulba/ rubbish to the
nearest dum in round, all com lete as er direction.

LIST OF APPROVED MAKES (CIVIL WORKS)

Materials

Cement

Mild steel Bar / TMT bar/ Angle Iron

Cast Iron Pipes & Fittings Manhole
Covers and Frames
M. S. Pi e & accessories
G. l. Pi e & accessories
G. I Fittin

A roved Make I Manufactures
ACC, Ambuja, Birla, Bangur L&T,
Ultra-Tech,Shree-Ultra,
SAIL, TATA, RINL, Jindal, Kamdhenu
Bajaj, MES, NECO, BIC Calcutta,

Ka •eco,
TATA, SAIL, RINL, Jindal

Jindal, Prakash su a, TATA
UNIK, DRP-M, KENT, ZOLOTO-M

OBD, emulsion, Primer synthetic Paint Asian, Nerolac, Dulux
materials etc.

Note :- Interested bidders must visit the site and check scope of work physically for
any query before quoting their bids.

Eliqibility criteria3.

Technical Bid :

(a)
(b)
(c)
(d)

(g)

Technical Specification should be attached.
GST Registration Certificate.
Latest Qtr/month GST return should be attached.
PAN Card Copy should be attached.
Last one year IT return should be attached.
Experience Certificate in the field of the tender.
EMD / Submit MSME Certificate.

Commercial Bid

(a) Prices of the items should be inclusive of GST.

(b) However, quoted price should include cost of material, transportation,

installation and labour charges incurred to make the items functional in the
school premises.

(c) Any variation in warranty period other than specified in Para 13 of this Call
for Quotation should invariably highlighted separately.

Sample envelope for sending Technical Bid & Commercial Bid is attach along4.

with RFP. Technical Bid and Commercial Bid given above need to be sealed in two separate
envelopes and these two bids put in a single envelope and write on top of the single envelope
"Technical and Commercial Bids inside in this envelope"

Technical Bid Commercial Bid a-l«rr—

"Technical Bid and Commercial Bid Inside in this envelope"


